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Data sheet LUMINO  
 
 

Design Massivholz 
 
LUMINO design elements are a 
combination of solid wood strips with 
irregular cut edges. 
The translucent casting resin in the 
gaps creates a unique material 
aesthetic with an exciting play of light. 

 
 
Panel dimensions 
1200 x 600 x 5 mm, 2400 x 600 x 5 mm, strips in lengths of 1200/2400 mm 
 
Shrinkage measure when the wood moisture content changes by 1%. 
Resin:  tangential 0.00   longitudinal 0.00 
Oak:  tangential 0.36   longitudinal 0.01 
 
The shrinkage rate of wood describes how much wood contracts due to moisture loss.  
It is a measure of the hygroscopic properties of wood and is expressed as a percentage per 1% change in 
wood moisture content. The shrinkage rate can vary in the tangential (annual ring direction) and radial 
(wood ray direction) directions, with the tangential direction generally shrinking more. 
 
Bending strength 
Resin:    37.2 MPa  DIN EN ISO 178 
Oak:    95 N/mm²  DIN EN 13556 
Elongation at break %  resin: 5.84  DIN EN ISO 178 
Impact energy ω  [kJ/m2]  Oak: 60 – 75 
 
Temperature load 
-10 °C to 50 °C  avoid direct sunlight 
 
Varnish coating 
all commercially available lacquers with high UV resistance 
 
Weight Thickness 5mm 
7 kg/piece 600 x 2400 x 5mm  
1 m² 4,86 kg 
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Properties 
The resin used is physiologically harmless after complete curing (7 days)  
and can also be used in the food sector. 
 
Please note during installation! 
The panels must be able to move freely (no silicone sealing or bonding at the edges). 
The room temperature should be the same on both sides and direct sunlight should be 
avoided to prevent the panels from warping. 
 
Storage 
Cover the top panel during storage! 
Protect from moisture and sunlight. 
 
Cleaning recommendations & care instructions 
Clear lacquered surfaces are well protected against dust and dirt. 
It is sufficient to remove the dust with a slightly damp cloth (with warm water) and then wipe 
dry without pressure with a lint-free cloth. The use of a standard microfibre cloth is particularly 
recommended for this purpose. Heavier soiling can be easily removed by adding a mild 
cleaning agent. To prevent stains from penetrating the material, they should be removed 
immediately. 
Please do not use abrasive cleaners, solvents, chlorides, polishing agents, synthetic cleaning 
agents, wax polishes or aerosol sprays! 
 
Please Note 
In any case, the user must check the products for suitability. 
In all other respects, our General Terms and Conditions apply. 
 
 
 


